
The TBX-200 Android Box PC is engineered to drive intelligent upgrades across retail and 
manufacturing. Powered by the MediaTek MT8371 octa-core processor and a 10 TOPS NPU, 
it delivers a massive 250% performance boost over the MT8390. Combined with 8GB LPDDR5X 
and 64GB UFS 3.1 storage, it effortlessly handles demanding AI visual recognition and edge 
computing tasks.
The hardware supports stunning 4K @ 60Hz UHD or dual 2.5K independent displays. Extensive 
I/O—including USB-C 3.0, multiple USB-A ports, and Gigabit LAN with 25W PoE—enables 
seamless connection to touch monitors, scanners, and industrial sensors.
Equipped with WiFi 6E and Bluetooth 5.2, the TBX-200 ensures high-speed, stable data 
transmission for critical production environments. Its compact, VESA-ready chassis allows for 
flexible integration, while the industrial -10°C to 60°C wide-temperature design guarantees 
reliable, 24/7 operation in extreme conditions. This is the ultimate solution for high-performance, 
compact commercial computing.

Driving seamless intelligent transformation in retail and 
manufacturing environments.
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Specification：

Model Name
Part Number

TBX-200
TBX-200P70000BI801

Hardware Configuration

CPU

GPU
NPU
RAM
Storage
I/O Ports

Video Port

USB Port

Audio Port

LAN Port

PoE Port (Optional)

COM Port

Power Input

Power Supply
Communications & OS
WiFi
Bluetooth
OS
Mechanical Parameters
Housing Color (Front, Back)
Construction
Product Dimensions (W x H x D mm)
Net Weight (kg)
Gross Weight (kg)
Packing Dimensions (W x H x D mm) 
VESA Mount (mm)
Environment & Certifications
Certifications
Wireless Certifications
Operating Temp/Humidity
Storage Temp/Humidity
Accessories

Cables

Power Cord
Power Adapter

MediaTek Genio 520 (MT8371)
2 x Arm Cortex-A78, up to 2.2 GHz
6 x Arm Cortex-A55, up to 2.0 GHz
Arm Mali-G57 MC2 up to 1.1GHz
MediaTek NPU 850, 10 TOPS
8GB dual channel LPDDR5X
64GB UFS 3.1

1 x HDMI (4K60), w/o audio
1 x USB-C 3.0 (PD 5V/12V/3A, 4-lane DP alt-mode up to 4K60 
w/ audio, support USB 2.0 OTG)
2 x USB-A 2.0
2 x USB-A 3.0
1 x 3.5mm audio line-out jack
1 x RJ-45 LAN (10/100/1000 Mbps, 802.3at PoE 25W)
1 x USB LAN (Built-in USB-to-Gigabit Ethernet 10/100/1000 Mbps)
1 x PoE 48V/55V
1 x DB-9
1 X RJ11,support GPIO
DC 12V or PoE 48V/55V
(Type-C power to display is not supported under PoE mode)
12V/5A, 60W power adapter

WiFi 6E (802.11 a/b/g/n/ac/ax), 2T2R
Bluetooth 5.2 BLE, 1T1R
Android 15, GMS certified (EDLA)

Black
Die-Casting
119 x 130 x 28 mm
0.52 kg
1.06 kg
180 x 205 x 130 mm
75 x 75, 100 x 100 mm

CB, CCC, UKCA, CE, FCC
CE RED, SRRC, FCC ID/IC ID, TELEC
-10℃ ~ 60℃, 20% ~ 80% RH (Non-condensing)
-20℃ ~ 70℃, 10% ~ 90% RH (Non-condensing)

1 x USB-C (Option), 1 x HDMI (Option), 1 x WiFi antenna, 
1 x WiFi/BT antenna
1
Yes

 

 

 

 
 

 

Powered by the MediaTek MT8371 octa-core processor and 
compatible with Android 15, the integrated 10 TOPS NPU 
delivers a 250% performance boost over the MT8390.

The high-speed 8GB LPDDR5X + 64GB UFS 3.1 storage combination 
makes this the ideal choice for driving intelligent upgrades in 
the retail and manufacturing sectors.

Rich I/O interfaces allow for easy peripheral expansion. WiFi 
6E, Bluetooth 5.2, and PoE LAN support streamline connectivity 
and simplify cabling.

Supports up to 4K @ 60Hz Ultra-HD output or dual-screen 
independent displays at 2.5K @ 60Hz + 2.5K @ 60Hz.

A compact chassis with VESA mounting provides the flexibility 
to integrate into various equipment. The -10°C to 60°C wide-
temperature design ensures reliability in harsh industrial 
environments.

Features

AI Computing Power Increased by 250%

Embeddable in Extreme Conditions

Accelerate Efficiency with High-Speed Storage

Effortless Connectivity for Smart Devices

4K Visuals with Dual Independent Displays


